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Pure Digital Path from the Source

The all new CR-H500NT and AG-H380 bring you 

a new standard of digital audio application. A USB 

port on these units allows you to connect an iPod 

via the USB cable which is supplied with your iPod, 

directly from digital audio connectors on iPod’s 

bottom – (known as 30-pin connector) – to a hi-fi 

standard D/A converter on the CR-H500NT or AG-

H380. This is a pure digital process from the source 

to amplifier section, through a USB cable. The pure 

digital audio data is processed through the high 

grade D/A converter on the unit, then delivered to 

the amplifier output section.

TEAC’s pure digital path provides much higher 

quality digital-to-analog conversion as compared 

to processing on an iPod, and this process uses 

a better D/A converter as an authentic way of 

improving the sound.

In addition, digital audio files on flash memory – 

such as with iPod touch and nano, which employ 

silicon memory for music storage, and don’t have 

any motor that generate a byproduct jitter noise –  

is an ideal source for audiophiles.

When you choose a linear audio format like ”AIFF”, 

”WAV”  or ”Apple Lossless,” from the preference 

menu of iTunes when you rip a CD, the original 

digital data stream on CD will be stored on your 

iPod.

In the past, audiophiles would upgrade their phono 

cartridge to improve sound, because it was at the 

very heart of the audio performance from vinyl disc 

contact to the electrical signal.  Now, choosing a 

more advanced D/A converter is the modern route 

to audio quality perfection.

Digital Connection
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Micro Systems

A Private Concert in Your Own Home
DVD AUDIO VIDEO MICRO COMPONENT WITH USB/iPod INTERFACE: DR-H338i

The sound of musical quality from this DVD Mini component can be likened to having your own 

private concert at home, whether it is on CD, DVD, Hybrid CD, or DivX disc. Alternatively, you 

can hear whatever you choose from the dazzling array of music stations available on AM/FM. 

HDMI interface and Dolby Virtual Speaker technology combine to achieve an impressive balance 

of digital picture and digital sound, thanks to a massive Toroidal core power transformer – 

among the best in its class. 

The Perfect Fit
CD MICRO COMPONENT WITH USB/SD/iPod INTERFACE: CR-H238i

Now, the latest CD Micro unit from TEAC allows you to playback almost any type of music 

media, including CD, CD-R/RW, MP3 disc, SD card or USB Memory with MP3 files, and iPod.

However, versatility is not the only reason to choose TEAC. The excellent AM/FM stereo tuner 

grabs airwaves while the 25W + 25W amplifier delivers spectacular sound quality. Video outputs 

in both S-Video and composite video from an optional iPod docking station complete the audio-

visual experience. Once you tune into your favourite station, you 

will experience an almost unparalleled clarity and quality of sound, 

(enhanced further by the optional system-matched LS-H255 speaker 

system.)

iPod Docking Station sold separately. iPod Docking Station sold separately.

CR-H238i CD Micro Component with USB/SD/iPod Interface
Output Power:	 Minimum 25W + 25W (6 ohms, 1kHz, 0.5% THD)
Input Selector:	 7 (CD, Tuner, iPod, USB, SD, AUX1, AUX2)
Tuner:	 AM, FM
Preset Memory:	 30 AM, 30 FM
Compatible Disc:	 CD-DA, CD-R/RW, MP3, WMA
Programme Play:	 32 Tracks
Repeat Play:	 1, All, A-B
Shuffle Play:	 Yes
Decoding:	 MP3, WMA
Timer Function:	 Daily (On/Off), Sleep Timer
Display:	 Dimmable Dot-matrix Fluorescent
Dimension, Weight:	8-7/16”(W) x 4-5/16”(H) x 14-1/8”(D), 9.3 lbs.

Optional DS-20 Docking Station for iPod
iPod Dock:	 1 (Universal)
Audio Connector:	 1 (18-pin)
Video Output:	 2 (S-Video, Composite Video)
Dimension, Weight:	 4”(W) x 1-9/16”(H) x 4”(D), 14.1 oz.

DR-H338i DVD Micro Component with USB/iPod Interface
Output Power:	 Minimum 50W + 50W (4 ohms, 1kHz)
Input Selector:	 6 (DVD/CD, Tuner. iPod, USB, AUX1, AUX2)
Tuner:	 AM, FM
Preset Memory:	 20 AM, 20 FM
Compatible Disc:	 DVD-Video, DVD+R/+RW, VCD, SVCD, 
	 CD-DA, CD-R/RW, MP3, WMA, JPEG, DivX
Surround:	 Dolby Digital Virtual Speaker Pro Logic II
Programme Play:	 20 Tracks
Repeat Play:	 1, All, A-B
Shuffle Play:	 Yes
Decoding:	 MP3, WMA, DivX
Timer Function:	 Daily (On/Off), Sleep Timer
Display:	 Dimmable Dot-matrix Fluorescent
Dimension, Weight:	 8-7/16”(W) x 4-5/16”(H) x 14-3/16”(D), 9.1 lbs.

Optional DS-21 Docking Station for iPod
iPod Dock:	 1 (Universal)
Audio/Video Connector:	 1 (Mini 18-pin)
Dimension, Weight:	 3-3/4”(W) x 1”(H) x 3-3/4”(D), 7.4 oz.
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Breathtaking to Behold – Even Better to Hear.

The concept is simple. Combine the pick of the finest hi-fi separates money

can buy with the convenience of contemporary full-system integration.

Machined from solid aluminum, with stylish brushed fascias, these audio

components can claim to be special on appearance alone. However, look

deeper and you will find the most advanced electronics and technology

available – enough to satisfy the most discerning and demanding audiophile.

It is no surprise, then, that for several decades now, the toughest audio critics

throughout the world have consistently praised TEAC Reference Series systems.

For these are the world’s ultimate mini systems.

Appendix

US

PD-H380  CD Player with USB

DR-H338i  DVD Receiver

CR-H238i  CD Receiver

AG-H380  Stereo Receiver

AG-H600  Internet-Radio AM/FM Stereo Receiver

PD-H600  High Resolution CD Player

CR-H500NT  Internet-Radio AM/FM Stereo CD Receiver

DS-20  Docking Station for iPod

DS-21  Docking Station for iPod

mgurvey
iPod DD

mgurvey
iPod DD
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PD-H380
CD Player with USB

• Total Harmonic Distortion: less than 0.005% (1kHz)
• Frequency Response: 20-20kHz 
• Signal-to-Noise Ratio: more than 120dB
• Analog Audio: Out x 1
• Digital Audio: Out x 1 (Optical)
• USB Port: x 1 (MP3/WMA Decoding)
• Dimension: 8-7/16”(W) x 3-11/16”(H) x 10-13/16”(D)
		  215(W) x 93(H) x 275(D) mm
• Weight: 6.2 lbs.  2.8kg

PD-H600
CD Player

• Total Harmonic Distortion: less than 0.003%
• Frequency Response: 20-20kHz
• Signal-to-Noise Ratio: more than 110dB
• High-resolution 24bit/192kHz D/A Converter
• Analog Audio: Out x 1
• Digital Audio: Out x 1 (Coaxial)
• Dimension: 11-7/16”(W) x 4”(H) x 12-1/8”(D)
		  290(W) x 102(H) x 308(D) mm
• Weight: 11.9 lbs.  5.4kg

AG-H600NT
Stereo Receiver with iPod Interface

• Minimum 75W + 75W (8 ohms, 1kHz, JEITA)
• Minimum 90W + 90W (4 ohms, 1kHz, JEITA)
• Total Harmonic Distortion: 0.05% (8 ohms, 1kHz, 40W)
• Frequency Response: 10-65kHz
• Signal-to-Noise Ratio: 70dB (Phono), 100dB (Line),
		  110dB (CD Direct)
• Internet-Radio/AM/FM Tuner
• Analog Audio: In x 3, Out x 1
• iPod Dock Interface: x 1 (18-pin)
• Ethernet Port: x 1 (10Base-T)
• Wireless LAN (IEEE802.11b/g)
• Binding-post Speaker Terminals
• 1/4” Headphone Jack
• Dimension: 11-7/16”(W) x 4”(H) x 13-15/16”(D)
		  290(W) x 102(H) x 338(D) mm
• Weight: 15.0 lbs.  6.8kg
	 Optional iPod Dock (DS-20, Sold separately)

CR-H500NT
CD Receiver with USB/iPod Interface

• Minimum 40W + 40W (6 ohms, 1kHz, 0.5%THD)
• Total Harmonic Distortion: 0.03% (6 ohms, 1kHz, 20W)
• Frequency Response: 20-60kHz 
• Signal-to-Noise Ratio: 78dB (Phono), 91dB (Line)
• Internet-Radio/AM/FM Tuner
• Analog Audio: In x 3, Out x 1
• Subwoofer Preout: x 1
• USB Port: x 1 (MP3/WMA Encoding/Decoding, iPod 

Digital Audio Input)
• Ethernet Port: x 1 (10Base-T)
• Wireless LAN (IEEE802.11b/g)
• Binding-post Speaker Terminals
• 1/8” Headphone Jack
• Dimension: 11-7/16”(W) x 4-7/16”(H) x 13-15/16”(D)
		  290(W) x 113(H) x 338(D) mm
• Weight: 12.4 lbs.  5.6kg

AG-H380
Stereo Receiver with USB/iPod Interface

• Minimum 40W + 40W (6 ohms, 1kHz, 0.5%THD)
• Total Harmonic Distortion: 0.03% (6 ohms, 1kHz, 20W)
• Frequency Response: 20-60kHz 
• Signal-to-Noise Ratio: 78dB (Phono), 91dB (Line)
• AM/FM Tuner
• Analog Audio: In x 4, Out x 1
• Subwoofer Preout: x 1
• USB Port: x 1 (MP3/WMA Encoding/Decoding, iPod 

Digital Audio Input)
• Binding-post Speaker Terminals
• 1/8” Headphone Jack
• Dimension: 8-7/16”(W) x 4-5/16”(H) x 12-5/16”(D)
		  215(W) x 110(H) x 315(D) mm
• Weight: 9.7 lbs.  4.4kg

RC-1180RC-1225RC-1225RC-1182RC-1181

RC-1240 RC-1240

RC-1226
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Specifications

LS-H265
2-way Speaker System
• 125W (Max Music Power)
• 19mm Dome Tweeter
• 130mm Woofer
• 8 ohms Impedance
• Sensitivity: 88dB
• Frequency Response: 54-40kHz
• Binding-post Speaker Terminals
• Dimension: 7-1/16”(W) x 11-1/2”(H) x 10-1/8”(D)
		  180(W) x 292(H) x 257(D) mm
• Weight: 9.7 lbs.  4.4kg
• Cabinet Finish in Black

LS-H255
2-way Speaker System
• 50W (Max Music Power)
• 25mm Soft Dome Tweeter
• 130mm Woofer
• 6 ohms Impedance
• Sensitivity: 86dB
• Frequency Response: 60-22kHz
• Binding-post Speaker Terminals
• Dimension: 6-11/16”(W) x 10-5/8”(H) x 9-1/4”(D)
		  170(W) x 270(H) x 242(D) mm
• Weight: 8.2 lbs.  3.7kg
• Cabinet Finish in Black Ash

LS-H250
2-way Speaker System
• 50W (Max Music Power)
• 25mm Soft Dome Tweeter
• 130mm Woofer
• 6 ohms Impedance
• Sensitivity: 88dB
• Frequency Response: 50-22kHz
• Binding-post Speaker Terminals

• Dimension: 7-1/1”(W) x 11”(H) x 8-1/4”(D)
		  190(W) x 280(H) x 210(D) mm
• Weight: 9.3 lbs.  4.2kg
• Cabinet Finish in Piano Black

LS-W300
2.1ch Speaker System with Subwoofer

• 50W (Max Music Power)
• Subwoofer Output Power: 100W
• 25mm Soft Dome Tweeter
• 80mm Mid-range
• 200mm Woofer
• 4 ohms Impedance
• Sensitivity: 83dB
• Frequency Response: 120-20kHz (Speaker)
   Frequency Response: 45-180Hz (Subwoofer)
• Magnetic Shielded (Speaker)
• Phase Changer 0 or 180
• Subwoofer Level Control
• Binding-post Speaker Terminals
• Analog Audio Input (Subwoofer)
• Dimension: 4-3/4”(W) x 8-7/16”(H) x 6-3/16”(D),
		  120(W) x 215(H) x 157(D) mm (Speaker), 
		  10-5/8”(W) x 10-5/8”(H) x 9-13/16”(D),
		  270(W) x 270(H) x 249(D) mm (Subwoofer)
• Weight: 4.0 lbs.   1.8kg (Speaker),
		  18.8 lbs.  8.5kg (Subwoofer)
• Cabinet Finish in Mahogany

CR-H238i
CD Receiver with USB/SD/iPod Interface

• Minimum 25W + 25 W (6 ohms, 1kHz, 0.5% THD)
• Total Harmonic Distortion: 0.03% (6 ohms, 1kHz, 19W)
• Frequency Response: 20-30kHz
• Signal-to-Noise Ratio: more than 86dB (CD),
		  49dB (FM, Mono), 52dB (FM, Stereo)
• AM/FM Tuner
• Analog Audio: In x 2, Out x 1
• Digital Audio: Out x 1 (Optical)
• Subwoofer Preout: x 1
• iPod Dock Interface: x 1 (18-pin)
• USB Port: x 1 (MP3/WMA Decoding)
• SD Slot: x 1 (MP3/WMA Decoding)
• Binding-post Speaker Terminals
• 1/8” Headphone Jack
• Dimension: 8-7/16”(W) x 4-5/16”(H) x 14-1/8”(D)
		  215(W) x 110(H) x 359(D) mm
• Weight: 9.3 lbs.  4.2kg
	 Optional iPod Dock (DS-20, Sold separately)

DR-H338i
DVD Receiver with USB/iPod Interface

• Minimum 50W + 50W (4 ohms, 1kHz)
• Minimum 36W + 36W (4 ohms, 1kHz, 0.9%THD)
• Total Harmonic Distortion: 0.7% (4 ohms, 1kHz, 5W)
• Frequency Response: 20-20kHz
• Signal-to-Noise Ratio: 90dB
• AM/FM Tuner
• HDMI: Out x 1 (ver.1.2, 1080p)
• Component Video: Out x 1	
• Composite Video: Out x 1
• Analog Audio: In x 2, Out x 1
• Digital Audio: Out x 2 (Optical, Coaxial)
• Subwoofer Preout: x 1
• iPod Dock Interface: x 1 (Mini 18-pin)
• USB Port: x 1 (MP3/WMA/DivX   Decoding)
• Binding-post Speaker Terminals
• 1/8” Headphone Jack
• Dimension: 8-7/16”(W) x 4-5/16”(H) x 14-3/16”(D)
		  215(W) x 110(H) x 360(D) mm
• Weight: 9.1 lbs.  4.1kg
	 Optional iPod Dock (DS-21, Sold separately)

* Note: Not all products shown may be available in all countries. For more information contact your local TEAC retailer. 11
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TEAC CORPORATION	 1-47, Ochiai, Tama-shi, Tokyo 206-8530, Japan

	 Phone: 042-356-9156  www.teac.co.jp

TEAC AMERICA, INC.	 7733 Telegraph Road, Montebello, CA 90640 U.S.A.

	 Phone: 323-726-0303  www.teac.com/consumer_electronics/reference_series/

TEAC CANADA LIMITED	 5939 Wallace Street, Mississauga, Ontario L4Z 1Z8, Canada

	 Phone: 905-890-8008  www.teac.com/canada
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